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Key Features 
 

 16 ports docking station for body cameras, Wall-mounted integrated design, sheet metal, 
CNC machining. Integrated Realtek ALC887. 

 The data is automatically collected after the body camera is accessed. According to the 
police officer number, equipment number, and collection date, the classification is stored 
and assigned to the correct police officer. 

 High speed 300M/min, users can customize only one set of body-worn cameras to upload 
data. 

 Priority upload function, you can prioritize anybody worn camera. The body camera is 
uploaded first, and other body cameras are waiting. 

 Capacitive touch and keyboard and mouse dual control 

 Automatically switch storage space, support multiple disk storage, automatically switch to 
the next storage space when one disk is full 

 Body camera data collection is completed, and the host system automatically charges it. 

 After the data collection is completed, the video and audio data inside the body camera is 
automatically cleared. 

 Support breakpoint transmission. The accidental disconnection of body cameras during 
import does not affect the integrity and uniqueness of imported data. 

16 ports docking station for body camera 
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System Software Operating system 

Docking Station Management 
Software 

Audio and video data management system 

Hardware Configuration Structure and Appearance 

Touch screen 17.3-inch capacitive multi-touch 

USB interface 16-port industrial HUB, independent identification, 
independent power supply, single-port current 1.6A, 
and 2*2.0USB interface 

LCD screen 17.3-inch LCD screen 

Audio Integrated Realtek ALC887, 8-channel audio chip 

Color 16.2M 

Brightness 250cd/㎡ 

Resolution 1920*1080 

Contrast 2/10/1900 16:01 

Multifunction Support WIFI networking, external HDMI HD video 
output docking large display 

PCBA Industrial integrated PCBA 

Memory capacity 4GB 

CPU Intel I3 3110 Dual-core 2.4Hz 

SSD SSD 

Network Interface Onboard Realtek RTL8111F Gigabit LAN 

Storage hard disk Monitoring level, standard 4T, 4 bays, maximum 
support 40T, support for disk array function (optional)  
Collection 

Host interface Switch button 

Sound Support 

Support 1 

Physical characteristics Power supply 

Working environment -10℃ to -50℃ 

stored temperature -20℃ to -60℃ 

Power supply mode 110-220V AC 

Weight 30KG 

Size 840mm*500mm*120mm 

 

Specification 


